


TYPICAL FILTER SIZING Selection Software

Select “FILTER SIZING SOFTWARE” after login Select “FILTER SIZING” after login from a product pageOR

Step 1

Step 2

Step 3

Choose the type of fi lter family.
Enter the main data for sizing the fi lter
then push CALCULATE.

Enter the main data for sizing the fi lter
then push CALCULATE.

Select the desidered options to choose the appropriate fi lter type for the application.
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TYPICAL FILTER SIZING

A B

Step 4

Step 5

Choose the most suitable fi lter from the proposed list.

A SAVE YOUR FILTER’S REPORT

A

It is possible to change the fi lter 
modifying every parameter.MANUAL EDIT

see 

A new 
browser window 
displays the pdf

SAVE IN YOUR ARCHIVE
typing your reference data and then SAVE AS PDF

By clicking your WELCOME button,
the SHOW REPORTS is displayed: select it to see your fi lters list.

Close the report window

the SHOW REPORTS is displayed: select it to see your fi lters list.
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 High Pressure filters

Suitable indicator types

Quick reference guide

Clogging indicators
Introduction

- Vacuum switches and gauges
- Pressure switches and gauges
- Differential pressure indicators

Filter elements are efficient only if their Dirt Holding Capacity is fully exploited.
This is achieved by using filter housings equipped with clogging indicators.

These devices trip when the clogging of the filter element causes an increase 
in pressure drop across the filter element.

The indicator is set to alarm before the element becomes fully clogged.

MP Filtri can supply indicators of the following designs:

These type of devices can be provided with a visual, electrical or both signals.

DIFFERENTIAL INDICATORS

Differential indicators are used on the Pressure 
line to check the efficiency of the filter element.
They measure the pressure upstream 
and downstream of the filter element 
(differential pressure).
Standard items are produced with special 
connection G 1/2” size.
Also available in Stainless Steel models.
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Filter 
series

Filter 
family Filter series

Visual
indicators

Electrical
indicators

Electrical / Visual
indicators

H
IG

H
 P

R
E

S
S

U
R

E
F
IL

T
E

R
S

FMP 039 - 065 - 135 - 320
FHP 010 - 011 - 065 - 135 - 350 - 351 - 500
FMMX 050
FMM 050 - 150
FHA 051
FHM 006 - 007 - 010 - 050 - 065 - 135 - 320 - 500
FHB 050 - 135 - 320
FHF 325
FHD 021 - 051 - 326 - 333

With bypass valve 
6 bar

FMP 039 - 065 - 135 - 320
FHP 010 - 011 - 065 - 135 - 350 - 351 - 500
FMMX 050
FMM 050 - 150
FHA 051
FHM 006 - 007 - 010 - 050 - 065 - 135 - 320 - 500
FHB 050 - 135 - 320
FHF 325
FHD 021 - 051 - 326 - 333

Without bypass valve

DTA50xF70P01

DLA50xA51P01
DLA50xA52P01
DLA50xA71P01

DLE50xA50P01
DLE50xF50P01

DVA50xP01

DVM50xP01

DEA50xA50P01

DEM50XX10P01
DEM50XX20P01
DEM50XX30P01
DEM50XX35P01

DTA70xF70P01
DTA95xF70P01

DLA70xA51P01
DLA70xA52P01
DLA70xA71P01

DLA95xA51P01
DLA95xA52P01
DLA95xA71P01

DLE70xA50P01
DLE70xF50P01

DLE95xA50P01
DLE95xF50P01

DVA70xP01
DVA95xP01

DVM70xP01 
DVM95xP01

DEA70xA50P01
DEA95xA50P01

DEM70XX10P01
DEM70XX20P01
DEM70XX30P01
DEM70XX35P01

DEM95XX10P01
DEM95XX20P01
DEM95XX30P01
DEM95XX35P01
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Dimensions

DIFFERENTIAL INDICATORS

DE A 50 x A 50 P01
DE A 70 x A 50 P01
DE A 95 x A 50 P01

5.0 bar ±10%
7.0 bar ±10%
9.5 bar ±10%

Settings Ordering code

Electrical Differential Indicator

DEA*50 Materials
- Body:   Brass
- Base:  Black polyamide
- Contacts:   Silver
- Seal:   HNBR - FPM

Technical data
- Max working pressure:  420 bar
- Proof pressure:  630 bar
- Burst pressure:  1260 bar
- Working temperature:  From -25 °C to +110 °C
- Compatibility with fluids: Mineral oils, Synthetic fluids 
   HFA, HFB, HFC according to ISO 2943
- Degree protection:  IP66 according to EN 60529
   IP69K according to ISO 20653

Electrical data
- Electrical connection:  EN 175301-803
- Resistive load:   0.2 A / 115 Vdc
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A/F 30
Max tightening
torque: 65 N∙m

DE M 50 x x 10 P01
DE M 70 x x 10 P01
DE M 95 x x 10 P01

5.0 bar ±10%
7.0 bar ±10%
9.5 bar ±10%

Settings Ordering code

Electrical Differential Indicator

DEM*10 Materials
- Body:   Brass
- Base:  Black polyamide
- Contacts:   Silver
- Seal:   HNBR - FPM

Technical data
- Max working pressure:  420 bar
- Proof pressure:  630 bar
- Burst pressure:  1260 bar
- Working temperature:  From -25 °C to +110 °C
- Compatibility with fluids: Mineral oils, Synthetic fluids 
   HFA, HFB, HFC according to ISO 2943
- Degree protection:  IP66 according to EN 60529

Electrical data
- Electrical connection:  AMP Superseal series 1.5
- Resistive load:  0.2 A / 115 Vdc
- Switching type:  Normally open contacts (NC on request)
- Thermal lockout:  Normally open up to 30 °C (option “F”)
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Hydraulic symbol

Electrical symbol
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Thermal lockout

DE M 50 x x 20 P01
DE M 70 x x 20 P01
DE M 95 x x 20 P01

5.0 bar ±10%
7.0 bar ±10%
9.5 bar ±10%

Settings Ordering code

Electrical Differential Indicator

DEM*20 Materials
- Body:   Brass
- Base:  Black polyamide
- Contacts:   Silver
- Seal:   HNBR - FPM

Technical data
- Max working pressure:  420 bar
- Proof pressure:  630 bar
- Burst pressure:  1260 bar
- Working temperature:  From -25 °C to +110 °C
- Compatibility with fluids: Mineral oils, Synthetic fluids 
   HFA, HFB, HFC according to ISO 2943
- Degree protection:  IP66 according to EN 60529

Electrical data
- Electrical connection:  AMP Time junior
- Resistive load:  0.2 A / 115 Vdc
- Switching type:  Normally open contacts (NC on request)
- Thermal lockout:  Normally open up to 30 °C (option “F”)
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Thermal lockout
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A/F 28
Max tightening
torque: 65 N∙m
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Dimensions

DIFFERENTIAL INDICATORS

DE M 50 x x 30 P01
DE M 70 x x 30 P01
DE M 95 x x 30 P01

5.0 bar ±10%
7.0 bar ±10%
9.5 bar ±10%

Settings Ordering code
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Electrical Differential Indicator

DEM*30 Materials
- Body:   Brass
- Base:  Black polyamide
- Contacts:   Silver
- Seal:   HNBR - FPM

Technical data
- Max working pressure:  420 bar
- Proof pressure:  630 bar
- Burst pressure:  1260 bar
- Working temperature:  From -25 °C to +110 °C
- Compatibility with fluids: Mineral oils, Synthetic fluids 
   HFA, HFB, HFC according to ISO 2943
- Degree protection:  IP66 according to EN 60529

Electrical data
- Electrical connection:  Deutsch DT-04-2-P
- Resistive load:  0.2 A / 115 Vdc
- Switching type:  Normally open contacts (NC on request)
- Thermal lockout:  Normally open up to 30 °C (option “F”)
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A/F 28
Max tightening
torque: 65 N∙m

Thermal lockout

DE M 50 x x 35 P01
DE M 70 x x 35 P01
DE M 95 x x 35 P01

5.0 bar ±10%
7.0 bar ±10%
9.5 bar ±10%

Settings Ordering code
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Electrical Differential Indicator

DEM*35 Materials
- Body:   Brass
- Base:  Black polyamide
- Contacts:   Silver
- Seal:   HNBR - FPM

Technical data
- Max working pressure:  420 bar
- Proof pressure:  630 bar
- Burst pressure:  1260 bar
- Working temperature:  From -25 °C to +110 °C
- Compatibility with fluids: Mineral oils, Synthetic fluids 
   HFA, HFB, HFC according to ISO 2943
- Degree protection:  IP66 according to EN 60529

Electrical data
- Electrical connection:  Deutsch DT-04-3-P
- Resistive load:  0.2 A / 115 Vdc
- Switching type:  SPDT contact
- Thermal lockout:  Normally open up to 30 °C (option “F”)
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A/F 28
Max tightening
torque: 65 N∙m
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Thermal lockout

DL A 50 x A xx P01
DL A 70 x A xx P01
DL A 95 x A xx P01

5.0 bar ±10%
7.0 bar ±10%
9.5 bar ±10%

Settings Ordering code
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Electrical/Visual Differential Indicator

DLA*51 - DLA*52 Materials
- Body:   Brass
- Base:  Transparent polyamide
- Contacts:   Silver
- Seal:   HNBR - FPM

Technical data
- Max working pressure:  420 bar
- Proof pressure:  630 bar
- Burst pressure:  1260 bar
- Working temperature:  From -25 °C to +110 °C
- Compatibility with fluids: Mineral oils, Synthetic fluids 
   HFA, HFB, HFC according to ISO 2943
- Degree protection:  IP66 according to EN 60529
   IP69K according to ISO 20653

Electrical data
- Electrical connection:  EN 175301-803
- Type  51 52 
- Lamps  24 Vdc 110 Vdc 
- Resistive load:   1 A / 24 Vdc 1 A / 110 Vdc
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A/F 30
Max tightening
torque: 65 N∙m

GREEN
LAMP

RED
LAMP
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Dimensions

DIFFERENTIAL INDICATORS

DL E 50 x A 50 P01
DL E 70 x A 50 P01
DL E 95 x A 50 P01

5.0 bar ±10%
7.0 bar ±10%
9.5 bar ±10%

Settings Ordering code

Electrical/Visual Differential Indicator

DLE*A50 Materials
- Body:   Brass
- Base:  Black polyamide
- Contacts:   Silver
- Seal:   HNBR - FPM

Technical data
- Max working pressure:  420 bar
- Proof pressure:  630 bar
- Burst pressure:  1260 bar
- Working temperature:  From -25 °C to +110 °C
- Compatibility with fluids: Mineral oils, Synthetic fluids 
   HFA, HFB, HFC according to ISO 2943
- Degree protection:  IP65 according to EN 60529

Electrical data
- Electrical connections:  EN 175301-803
- Resistive load:  5 A / 250 Vac
- Available the connector with lamps
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Electrical symbol
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A/F 32
Max tightening
torque: 95 N∙m

DL E 50 x F 50 P01
DL E 70 x F 50 P01
DL E 95 x F 50 P01

5.0 bar ±10%
7.0 bar ±10%
9.5 bar ±10%

Settings Ordering code

Electrical/Visual Differential Indicator

DLE*F50 Materials
- Body:   Brass
- Base:  Black polyamide
- Contacts:   Silver
- Seal:   HNBR - FPM

Technical data
- Max working pressure:  420 bar
- Proof pressure:  630 bar
- Burst pressure:  1260 bar
- Working temperature:  From -25 °C to +110 °C
- Compatibility with fluids: Mineral oils, Synthetic fluids 
   HFA, HFB, HFC according to ISO 2943
- Degree protection:  IP65 according to EN 60529

Electrical data
- Electrical connections:  EN 175301-803
- Resistive load:  5 A / 250 Vac
- Thermal lockout setting:  +30 °C
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Electrical symbol
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A/F 32
Max tightening
torque: 95 N∙m

Thermal lockout

DL A 50 x A 71 P01
DL A 70 x A 71 P01
DL A 95 x A 71 P01

5.0 bar ±10%
7.0 bar ±10%
9.5 bar ±10%

Settings Ordering code

Electrical/Visual Differential Indicator

DLA*71 Materials
- Body:   Brass
- Base:  Black polyamide
- Contacts:   Silver
- Seal:   HNBR - FPM

Technical data
- Max working pressure:  420 bar
- Proof pressure:  630 bar
- Burst pressure:  1260 bar
- Working temperature:  From -25 °C to +110 °C
- Compatibility with fluids: Mineral oils, Synthetic fluids 
   HFA, HFB, HFC according to ISO 2943
- Degree protection:  IP65 according to EN 60529
   IP69K according to ISO 20653

Electrical data
- Electrical connection:  IEC 61076-2-101 D (M12)
- Lamps  24 Vdc
- Resistive load:   0.4 A / 24 Vdc

Hydraulic symbol

Electrical symbol
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A/F 30
Max tightening
torque: 65 N∙m

GREEN
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LAMP

High Pressure filters625



Dimensions

DIFFERENTIAL INDICATORS

DT A 50 x x 70 P01
DT A 70 x x 70 P01
DT A 95 x x 70 P01

5.0 bar ±10%
7.0 bar ±10%
9.5 bar ±10%

Settings Ordering code

DV A 50 x P01
DV A 70 x P01
DV A 95 x P01

5.0 bar ±10%
7.0 bar ±10%
9.5 bar ±10%

Settings Ordering code

DV M 50 x P01
DV M 70 x P01
DV M 95 x P01

5.0 bar ±10%
7.0 bar ±10%
9.5 bar ±10%

Settings Ordering code

Electrical Differential Indicator

Visual Differential Indicator

Visual Differential Indicator

DTA*70

DVA

DVM

Materials
- Body:  Brass
- Internal parts:  Brass - Polyamide
- Contacts:   Silver
- Seal:   HNBR - FPM

Technical data
- Max working pressure:  420 bar
- Proof pressure:  630 bar
- Burst pressure:  1260 bar
- Compatibility with fluids: Mineral oils, Synthetic fluids 
   HFA, HFB, HFC according to ISO 2943
- Degree protection:  IP67 according to EN 60529

Electrical data
- Electrical connection:  IEC 61076-2-101 D (M12)
- Power supply:  24 Vdc
- Analogue output:  From 4 to 20 mA
- Thermal lockout:  30 °C (all output signals stalled up to 30 °C)

Materials
- Body:  Brass
- Internal parts:  Brass - Polyamide
- Contacts:   Silver
- Seal:   HNBR - FPM

Technical data
- Reset:  Automatic reset
- Max working pressure:  420 bar
- Proof pressure:  630 bar
- Burst pressure:  1260 bar
- Working temperature:  From -25 °C to +110 °C
- Compatibility with fluids: Mineral oils, Synthetic fluids 
   HFA, HFB, HFC according to ISO 2943
- Degree protection:  IP65 according to EN 60529

Materials
- Body:  Brass
- Internal parts:  Brass - Polyamide
- Contacts:   Silver
- Seal:   HNBR - FPM

Technical data
- Reset:  Manual reset
- Max working pressure:  420 bar
- Proof pressure:  630 bar
- Burst pressure:  1260 bar
- Working temperature:  From -25 °C to +110 °C
- Compatibility with fluids: Mineral oils, Synthetic fluids 
   HFA, HFB, HFC according to ISO 2943
- Degree protection:  IP65 according to EN 60529
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Hydraulic symbol

Electrical symbol
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4     20 mA
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0 Vdc

÷
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A/F 30
Max tightening
torque: 50 N∙m

A/F 28
Max tightening
torque: 65 N∙m

A/F 30
Max tightening
torque: 65 N∙m

Green / Red
clogging indicator

Red
clogging indicator

Digital output

Digital output

Industry 4.0 
READY
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Dimensions

DIFFERENTIAL INDICATORS

T2 H
T2 V

HNBR
FPM

Seal Ordering code

Indicator plug

T2 Materials
- Body:  Phosphatized steel
- Seal:  HNBR / FPM

10
A

/F
30

A/F 30
Max tightening
torque: 65 N∙m
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DIFFERENTIAL INDICATORS

 Series

 Series

DE

T2

DL

DV
DT

 Option
P01
Pxx

MP Filtri standard
Customized

Configuration example 1: DE HM 35F50 P01

Configuration example T2 H

Configuration example 3: DL VE 50A70 P01
Configuration example 4: DT HA 70F50 P01

Configuration example 5: DV VM 95 P01

Configuration example 2: DE FH 70A50 P01

 Type
A A

E
M M

 Pressure setting
50
70
95

5 bar
7 bar
9.5 bar

Standard type With automatic reset

Electrical differential indicator

Indicator plug

For high power supply

Electrical differential indicator

With wired electrical connection With manual reset

Electrical / Visual differential indicator

Visual differential indicator

DESIGNATION & ORDERING CODE - DIFFERENTIAL INDICATORS

DESIGNATION & ORDERING CODE - DIFFERENTIAL INDICATOR PLUG

 Seals

 Seals

F

H

H
V

V

MFQ

HNBR

HNBR
FPM

FPM

•
• --
- --•

• •

 Electrical connections

20
10

30

50

48
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35

51

49

70
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DLE
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DLE

DEA

DEA
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DEA

DE DT

DT
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DT
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DEM
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DEM
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DV
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DLA

DLA
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DLA

• • • • • •
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• • • • • •
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-
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-
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•
•
•
•

•

•

•

•
•

•

• • •

 Thermostat
A
F

Without thermostat
With thermostat

Connection Deutsch DT-04-2-P
Connection AMP Timer Junior
Connection AMP Superseal series 1.5

Connection Deutsch DT-04-3-P

Connection EN 175301-803

Connection via three-core cable - fitting M20x1.5

Connection EN 175301-803, transparent base with lamps 110 Vdc
Connection EN 175301-803, transparent base with lamps 24 Vdc

Connection via four-core cable - fitting 1/2” NPT

Connection IEC 61076-2-101 D (M12)
Connection IEC 61076-2-101 D (M12), black base with lamps 24 Vdc

Designation & Ordering code

•
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